










 

  

Serving the Medical Profession
for Over 75 Years.

Upright
 Radiographic Systems

Digital, CR and Analog
Imaging Solutions

to meet your specific
needs and budget

by

The HE 425 Universal 400 mA micropro-
cessor controlled generator is synony-
mous for accuracy, safety, reliability, 
quality and ease-of-use for the value 
conscious buyer.  The added power 
enables use of shorter time to stop 
motion and provides peace-of-mind in 
penetrating patients that conventional 
300 mA generators typically cannot 
accommodate.

 

Good Choice
The Upright Raymaster System combines 
economy and flexibility to provide a wide range of 
diagnostic procedures with a traditional upright 
film-based system at an affordable price.

The Kodak Point-of-Care CR120 is a CR 
system ideally suited for clinics with low exam 
volumes.  This is a good entry level solution where 
scan times are not as critical. 

Better Choice
The Revolutionary PreciseView precision 
alignment and positioning system simplifies all your 
x-ray procedures and reduces operating costs.  
Choose from our variety of generators - from the 
basic 400 mA, 125 kVp single phase to state-of-the-
art 500 or 600 mA high frequency with or without 
anatomical prgramming.

The Kodak Point-of-Care CR140 is a CR 
system ideal for CR examinations in busy clinics and 
specialty practices. 

Best Choice
The DCChoice™ Digital Imaging System
delivers quality digital images in as little as 7 - 10 
seconds.  Coupled with our powerful 500 mA high 
frequency generator, penetration of heavier patients 
is assured.  The  fine focal spot x-ray tube (0.6 - 1.5 
mm) packaged with the DCChoice™ further 
enhances image quality.

Upgrade your existing 
system
The DCChoice™ has the flexibility to upgrade       
seamlessly with a variety of high frequency x-ray 
generators.  Upgrading your existing wallstand with 
the DCChoice™ digital upgrade will bring added 
value to your practice and enhance your diagnostic 
capabilities.

The

The APX 525/625 and MPX 525 generators combine high 
frequency technology and advance microprocessor 
control design to provide generators that are user friendly.  
The APX 525/625 operates in three user-friendly modes; 
APR (Anatomically Programmed Radiography), 2 point or 
3 point technique set-up.  The MPX 525 provides the 
choice of two modes of operation; 2 point or 3 point 
technique set-up.  The APX 525/625 and MPX 525 allows 
customization of operation to meet the needs of the 
particular technician.  Both models give the technologist 
peace-of-mind in producing quality images using their 
preferred means of operation.

The APX 525 and MPX 525 incorporate a 500 mA output.  
The APX 625 generator delivers 600 mA output.  Both 
models exceed typical high frequency generators that 
have a rating of 300 mA.  

The APX 525, MPX 525 and APX 625 will give you peace 
of mind in penetrating heavier patients. Control console 
comes with standard wall mount, pedestal stand is 
optional.

Universal provides
generator selections 
to meet the needs and
budget of the practice.

™DC   Choice

APX & MPX
High Frequency
Generators

Which option is best for 
my practice?

Universal generators range from our budget 
friendly HE 425 400 mA single phase model to a 
variety of high frequency generators. 
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Complies with all CDRH performance
standards in effect at the date of manufacture.

As we strive for constant improvement,
specifications are subject to change without notice. 

UL Classified
An ISO13485 & ISO9001 Certified Facility
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FW/FC Tubestand
(Common on DC Choice & Upright Raymaster)
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